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Ear muff with high comfort and noise
attenuation. Equipped with built-in stereo
speakers and detachable down lead. Can
be connected to CD and MP3-players,
walkmans, scanners, communication
radios etc.

Designed for listening to both speech and music. Suitable within motor sports,
industry and for spare time use.

Adjustable headband pressure for individual fit. 

Detachable down lead with 3.5 mm stereo plug included. Fits to most CD or MP3-players.

The ear muff can be used without down lead with maintained noise attenuation capability.

Hygiene kit and an assortment of different down leads available, such as 3,5 mm mono, 2,5
mm mono and 2,5 mm handsfree for mobile phones. 

Weight: 220 g (Headband) 218 g (Helmet mounted)
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Headband

Tested according to EN 352-1 at FIOH, Finland (0403)

Frequency [Hz] 63 125 250 500 1000 2000 4000 8000

Mean value [dB] 12,1 10,7 12,4 21,4 29,5 31,7 40,1 41,7

Std.dev. [dB] 2,3 1,9 2,9 3,2 3,7 2,8 5,3 4,5

APV value [dB] 9,8 8,8 9,5 18,2 25,8 28,9 34,8 37,2

SNR = 24 dB, H = 30 dB, M = 20 dB, L = 13 dB

Helmet mounted

Tested according to EN 352-3 at FIOH, Finland (0403)

Frequency [Hz] 63 125 250 500 1000 2000 4000 8000

Mean value [dB] 12,4 10,1 14,5 23,6 29,8 31,2 37,5 39,4

Std.dev. [dB] 2,4 2,7 1,9 3,1 2,9 3,6 4,9 2,7

APV value [dB] 10,0 7,4 12,6 20,5 26,9 27,6 32,6 36,7

SNR = 25 dB, H = 30 dB, M = 22 dB, L = 14 dB
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